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increment of d, the graph is partitioned
into two or more sub-graphs. The number
of operations needed to compute the
minR graph is proportional to a number
of the order of n2log(s), where n is the
number of nodes and s is the length of the
side of a square of the same area as that
containing the nodes.
The RNG of a set of nodes is the graph
constructed according to the rule that any
two of the nodes separated by distance l are
connected by an edge only if there does
not exist another node at a distance <l
from either first-mentioned node. The two
nodes so connected are denoted relative
neighbors. In the RNG, unlike in the minR
graph, a different radius can be used for
each pair of nodes. The RNG is a super-
graph of the MST (which is described
next) and a sub-graph of the graph of the
Delaunay triangulation, which is a tech-
nique for connecting pairs of grid points
with straight lines in such a way as to obtain
an optimum tessellation of a grid area. The
number of operations needed to compute
the RNG is proportional to a number of
the order of nlog(n).
The MST is a sub-graph of the RNG.
Therefore, one can use the RNG in the
computation of the MST. An edge is in-
cluded in the MST if it does not create a
cycle in the graph. The construction of the
MST involves disjoint sets. Nodes that are
connected are placed in the same set. If a
tested edge connects two nodes belonging
to different sets, then the edge is added to
MST and the two sets are united. If a
tested edge connects two nodes belonging
to the same set, then this edge creates a
cycle and it is rejected. The number of op-
erations needed to compute the MST is
bounded by a number proportional to n,
given that the RNG was pre-computed.
The comparison among the three algo-
rithms is unavoidably complex because
each offers both advantages and disad-
vantages with respect to the others. The
figure presents an example of comparison
with respect to the maximum node de-
gree, which is only one of several different
measures applied to results of computa-
tional simulations. The only general con-
clusion that one can draw from the com-
parisons by this and other measures is that
the graph properties of the RNG are
good, relative to those of the minR graph
and the MST and that the RNG is suitable
for efficient dissemination of information
to all the nodes of a network.
This work was done by Clayton Okino and
Esther Jennings of Caltech for NASA’s Jet
Propulsion Laboratory.  Further informa-
tion is contained in a TSP (see page 1).
This algorithm is available for commercial
licensing. Please contact Don Hart of the Cal-
ifornia Institute of Technology at (818) 393-
3425. Refer to NPO-30453.
Two-Finger EKG Method of Detecting Evasive Responses
John H. Glenn Research Center, Cleveland, Ohio
A system based on acquisition and pro-
cessing of electrocardiographic (EKG)
signals from two fingers has been pro-
posed as a means of determining whether
a person is answering questions evasively.
The system — in effect, a “lie detector” of
sorts, would be used to gauge prospective
passengers’ responses to questions at air-
port security checkpoints. The person to
be interrogated would be required to put
one finger from each hand onto two
metal strips on a counter and would be in-
structed to relax and wait for the system to
indicate that it is ready. Then a security
person would ask the passenger a set of
standard security questions. EKG signals
acquired through contact with the fingers
would be processed by an algorithm that
would extract a single-value measure of
the level of stress in the interrogated per-
son. This measure would be used to de-
termine whether the system should dis-
play a green or a red light to signify that
the person is or is not, respectively, telling
the truth. It has also been conjectured
that the system may be useful for commu-
nicating with a person who is in a coma
and, hence, unable to speak.
This work was done by Daniel Oldham of
Glenn Research Center.
Inquiries concerning rights for the commer-
cial use of this invention should be addressed
to NASA Glenn Research Center, Commercial
Technology Office, Attn: Steve Fedor, Mail
Stop 4-8, 21000 Brookpark Road, Cleveland
Ohio 44135. Refer to LEW-17441-1.
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The Maximum Node Degree as a function of the number of nodes was computed for each of the three
algorithms by averaging results from 1,000 computational simulations. (The degree of a given node is
defined as the number of neighboring nodes that communicate directly with the given node. A higher
node degree implies the need to schedule more time for communication via the given node.)
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